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9 A B S T R A C T10

11

In precision manufacturing, accurate prediction of tool wear is pivotal for maintaining production12

quality and efficiency. This paper introduces a novel predictive model that employs a multi-13

branch convolutional neural network (multi-CNN) enhanced by an attention mechanism and14

Bayesian optimisation to forecast tool wear with high accuracy. The proposed approach is eval-15

uated using the publicly available dataset, which comprises force and torque measurements ac-16

quired from machining processes. By incorporating time-domain (TD), frequency-domain (FD),17

and discrete wavelet transform (DWT) features, the model comprehensively analyses signals18

from machining processes, enabling robust predictions. The attention mechanism strategically19

emphasises significant features, augmenting the model’s predictive capability. Demonstrated20

results show superior performance with a mean absolute error (MAE) of 2.8, root mean squared21

error (RMSE) of 3.4, and an R2 score of 0.986, significantly outperforming conventional models.22

Additionally, post-training quantisation optimises the model for deployment on edge computing23

devices, maintaining effectiveness while being lightweight, ideal for real-time applications in24

resource-constrained environments. This study exemplifies how advanced machine learning25

techniques can improve predictive maintenance in manufacturing which not only enhances26

operational efficiency but also reduces downtime.27

28

1. Introduction29

In today’s advanced manufacturing landscape, machining technology plays an essential role in producing highly30

demanded components for the automotive, aerospace, and precision machinery sectors. The quality of these manufac-31

tured parts is pivotal, directly influencing production efficiency and accuracy. This quality largely hinges on the wear32

condition of the cutting tools [1]. Over time, the tool surfaces deteriorate due to various factors such as the material33

being machined, cutting forces, vibrations, cutting depth, and spindle speeds etc. [2]. Early prediction of tool wear is34

crucial for enhancing production quality and optimising the lifespan of the tools. Traditionally, tools are replaced at35

predetermined intervals, which can lead to either underuse or overuse, given the complex, non-linear nature of tool36

wear. This traditional method often falls short in terms of cost-effectiveness. Mostly, about 50% to 80% of tool life is37

actually used, as mentioned in a study [3]. Moreover, approximately 20% of machine tool downtime stems from tool38

failures. In particular, failure to promptly replace tools when wear exceeds critical thresholds adversely impacts the39

surface quality of machined workpieces [4]. Therefore, accurately predicting tool wear using advanced methods not40

only maximises tool utility but also minimises the risk of producing substandard products by detecting tool wear at its41

onset.42

Predicting tool wear presents significant challenges due to its dependence on multiple variables, each tool exhibiting43

a distinctive wear trajectory influenced by these factors. Measuring tool wear during the machining process is44

particularly challenging due to obstructions from the closed machining environment and the presence of cutting fluids.45

With advancements in manufacturing technology, modern systems are increasingly equipped with numerous sensors,46

leading to the generation of large volumes of data. This data is vital for the real-time evaluation of tool conditions.47

Consequently, tool condition monitoring (TCM) increasingly utilises data-driven methods to manage the extensive48

information produced by these advanced systems [5, 6].49
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Figure 1: Flow diagram illustrating the proposed Multi-CNN-based approach for tool wear prediction.

The data-driven method for predicting tool wear unfolds in three primary phases: data acquisition, feature50

extraction, and the development and deployment of a predictive model [7, 8]. Numerous sensors installed on CNC51

machines facilitate data acquisition for CNC machine tool wear and tool condition monitoring (TCM), including52

sensors for measuring cutting forces and vibrations. This gathered data serves to monitor the condition of the tool.53

While many researchers have utilised cutting force data for TCM [9, 10], others have emphasised the use of vibration54

data to achieve similar ends [11, 12, 13]. Vibration sensors are straightforward to install, and their vibration amplitude55

varies with changes in tool wear, making them widely used for monitoring tool condition [14, 15].56

From the raw sensor data, various useful features are extracted for use in classification or regression models.57

Key features for predicting tool wear include those from the time domain, frequency domain, and time-frequency58

domain [16, 17, 18]. Time domain features are statistical measures of the raw signals, such as mean, variance, skewness,59

kurtosis, and root mean square. Frequency domain features encompass aspects of the raw signals such as dominant60

frequencies, spectral power, harmonic ratios, and spectral amplitudes. In the time-frequency domain, the representation61

captures both temporal variations and frequency components. Techniques like wavelet transforms are employed to62

extract features that vary across both time and frequency scales [19]. The extracted features are given as input to63

a predictive model, which utilises this data to forecast tool wear. The predictive model typically employs advanced64

machine learning algorithms which estimate the rate and extent of wear by analysing patterns within the features.65

Much research is being done to build a predictive model to predict tool wear with great accuracy effectively. Mainly,66

these predictive models are based on machine learning approaches. In a research work [20], support vector regressor67

(SVR) is utilised to predict the tool wear and it achieved a mean absolute error of 10�m. Similarly, another work [12]68

presents SVM-based prediction of micro-milling tool wear using vibration and sound signals, achieving the predictive69

accuracy of up to 97.54%. The study highlighted in [21] employed the Relevance Vector Machine (RVM) to predict70

tool wear, emphasising RVM’s advantage over SVM in providing both predicted values and corresponding confidence71

intervals, unlike SVM which lacks probabilistic significance in its predictions. Researchers have used auto-encoders for72

feature engineering along with ML-based predictive models to enhance prediction accuracy of tool wear. For example,73

a research study [22] introduces a novel modelling framework that employs multiple stacked sparse auto-encoders74



combined with a non-linear regression function. Experimental validation using real manufacturing data has shown75

that this method achieves superior predictive accuracy when compared to conventional approaches.76

Deep Learning (DL) has demonstrated promising outcomes in tool condition monitoring and wear prediction,77

making it a central focus of research in this field. This success is largely attributed to the vast amounts of data78

produced by modern manufacturing systems [23]. Recurrent Neural Networks (RNNs) have achieved notable results79

in processing time series data due to their ability to retain historical information, which is crucial in handling the80

evolving nature of manufacturing data. RNNs maintain a memory of recent input patterns, enabling them to map81

prior inputs to target vectors effectively [24, 25]. This capability allows the network to preserve a memory of previous82

inputs within its internal state. However, standard RNNs may struggle with capturing long-term dependencies. To83

address this limitation, a variant of RNN, known as Long Short-Term Memory (LSTM) networks, has been employed84

to mitigate issues related to the backpropagation of errors from gradients vanishing or exploding. A study referenced85

in [26] demonstrated promising results by employing a Long Short-Term Memory (LSTM) network to predict tool86

wear from features extracted via a Stacked Auto-encoder (SAE). Similarly, another study in [27] utilised a stacked87

LSTM approach to extract deep features, which were then input into a non-linear regression model for predicting tool88

wear. Additionally, features extracted through Singular Value Decomposition (SVD) were utilised in a bidirectional89

Long Short-Term Memory (BiLSTM) network to effectively predict tool wear, as shown in [28].90

Due to their computational complexity and the growing volumes of data, RNNs and LSTM networks demand91

significant computational resources and cannot perform parallel processing due to their sequential dependency on92

previous data points. In contrast, Convolutional Neural Networks (CNNs) offer a faster alternative for predicting tool93

wear, while also maintaining high accuracy in the results they produce. A study outlined in [29] demonstrated the use94

of CNNs for estimating tool wear, employing wavelet packet-based features. The study’s performance comparisons95

revealed that CNNs outperformed various machine learning models across different datasets. CNNs were also proved96

effective in predicting tool wear values from modest set of images of the tools, as reported in [30].97

In recent years, the demand for deploying DL models in resource-constrained environments has driven significant98

progress in model lightweighting technologies [31, 32, 33]. Techniques such as model pruning [34], knowledge99

distillation [35], and quantisation [36] have emerged as effective approaches for reducing model size and computational100

complexity while maintaining accuracy. Among these, Post-Training Quantisation (PTQ) has gained particular101

attention due to its simplicity and applicability without requiring additional retraining. PTQ reduces the precision102

of model weights and activations, often from 32-bit floating-point (FP32) to 8-bit integers (INT8), making it highly103

suitable for edge devices with limited memory and processing power [37].104

Advancements in PTQ have demonstrated its effectiveness across various domains, including image recogni-105

tion [38, 39], object detection [40, 41], and natural language processing [42]. These studies highlight how quantisation106

techniques can deliver lightweight models with minimal performance degradation, enabling deployment on platforms107

such as embedded systems, microcontrollers, and mobile devices [43]. Despite this progress, the application of PTQ108

in predictive maintenance tasks, such as tool wear prediction, remains underexplored. This paper contributes to this109

gap by employing PTQ to develop a quantised model for tool wear prediction, achieving significant reductions in110

computational cost while maintaining predictive accuracy.111

The predominant methods for predicting tool conditions have primarily focused on state-related aspects rather112

than time-based monitoring. Where time-based monitoring was employed, the complexity of the algorithms required113

substantial computational resources [44]. Additionally, with the ever-increasing volume of data, these models risk114

becoming impractical in the future. A significant challenge with these models is the labour-intensive task of manual115

feature extraction. Moreover, none of these models were specifically designed to operate on edge computing devices,116

which typically have limited computational capabilities. To address these challenges, this study proposes the following117

enhancements:118

1. Incorporating time-domain, frequency-domain, and time-frequency domain features to capture spatio-temporal119

patterns in the data, enabling a more comprehensive analysis.120

2. Utilising a multi-branched convolutional neural network (multi-CNN) designed for tool condition monitoring121

(TCM), which efficiently handles sequential data and captures temporal dependencies.122

3. Implementing post-training quantisation within the multi-CNN framework to reduce model size and computa-123

tional demands, thereby increasing inference speed. These energy-efficient models are ideal for battery-powered124

devices commonly used in edge computing environments.125



Figure 1 provides a visual representation of the overall system flow for the proposed multi-CNN-based tool126

wear prediction technique. It outlines each step of the process, from data acquisition and preprocessing to feature127

extraction and the final prediction of tool wear.The remainder of this paper is organised as follows: Section 2 and 3128

provide a detailed theoretical background on the proposed multi-CNN and feature extraction techniques respectively.129

Section 4 outlines the experimental dataset and the architecture of the predictive model. Section 5 presents results and130

a comparative analysis, including findings from the implementation of the proposed technique. Finally, the concluding131

remarks are summarised in Section 6.132

2. Proposed Technique133

Convolutional Neural Networks (CNNs) were originally designed for analysing 2-dimensional data and have134

been widely used in tasks like image classification and object detection. With some modifications they are used135

for processing data including time series, audio signals, and textual sequences. These variations offer considerable136

computational benefits. These modified convolutional neural networks are particularly effective for real-time and cost-137

effective applications, especially on edge devices where low computational power is required [45]. In this work, the138

proposed technique utilises a multi-CNN architecture integrated with an attention mechanism. This architecture is139

further optimised through Bayesian optimisation technique. A detailed model representation is given in the Fig. 2140

This approach is designed for efficiently processing temporal data from different feature domains. The attention141

mechanism emphasises the most relevant features and the Bayesian optimisation tunes the model’s performance. The142

combination of these approaches help in building a model that is easy to converge, requires less computational power143

and outperforms other renowned approaches in terms of efficiency and effectiveness. Moreover, while keeping the144

focus on deploying the model to the edge devices, the Post Training Quantisation (PTQ) is also applied to the model145

to further reduce its computational requirements hence making it suitable for the battery powered edge devices.

Figure 2: Multi-CNN with attention mechanism and Bayesian optimisation for hyperparametrs tuning.

146

2.1. Multi-Branch Convolutional Neural Network (Multi-CNN) Architecture147

The model consists of three parallel CNN branches processing time-domain, frequency-domain, and time-148

frequency domain features. Each branch follows an identical structure with two consecutive convolutional and max-149

pooling layers, followed by flattening. For input X (representing either Xtime; Xfreq; Xdwt), the first convolutional150



layer applies:151

h1.X/ = �

H f1
É

j=1
Wconv1;j < X + bconv1;j

I

(1)

followed by max-pooling:152

h¤
1.X/ = MaxPooling1D.h1.X/; 2/ (2)

The second convolutional layer processes these features:153

h2.X/ = �

H f2
É

j=1
Wconv2;j < h¤

1.X/ + bconv2;j

I

(3)

with subsequent max-pooling:154

h¤
2.X/ = MaxPooling1D.h2.X/; 2/ (4)

The outputs are flattened and concatenated into a single feature vector:155

hconcat =
�

hflatten.Xtime/;hflatten.Xfreq/;hflatten.Xdwt/
� (5)

This concatenated vector combines features from all three domains for downstream processing.156

2.2. Attention Mechanism157

An attention mechanism is applied to the concatenated feature vector, computing weights to highlight relevant158

features. The attention weights � and attention-weighted features are calculated as:159

� = softmax.Watt � hconcat + batt/ (6)
160

hatt = � æ hconcat (7)
where Watt and batt are learnable parameters, and hconcat represents the concatenated feature vector.161

The attention-weighted features hatt are obtained by applying element-wise multiplication between the attention162

weights and the concatenated vector.163

2.3. Fully Connected Layers and Output164

After the attention mechanism, the attention-weighted feature vector hatt is passed through fully connected layers.165

These layers further refine the feature representation and combine them for the final prediction. Dropout is applied166

during training to prevent overfitting by randomly setting a fraction of the neurons to zero during each training step.167

The final output is produced using a linear activation function, appropriate for regression tasks:168

�y = Wout � hdropout + bout (8)
where Wout and bout are the weights and biases of the output layer.169

2.4. Bayesian optimisation for Hyperparameter Tuning170

Bayesian optimisation is employed to optimise the hyperparameters of the model. The goal is to minimise the171

validation mean absolute error (MAE) by selecting the best configuration of hyperparameters, such as the number of172

filters f1; f2, kernel sizes k1; k2, dropout rate p, and learning rate �. This is formulated as:173

�< = arg min
�

𝔼p.�/[MAEval.�/] (9)
where � represents the hyperparameter set, and MAEval is the validation MAE. Bayesian optimisation iteratively selects174

the hyperparameters expected to improve model performance.175



2.5. Training and Evaluation176

The model is trained using the Mean Squared Error (MSE) loss function, de�ned as:177

L MSE =
1
N

NÉ

i=1

.yi * ‚y i /
2 (10)

whereyi is the true target value,‚y i is the predicted value, andN is the number of samples. The Mean Absolute Error178

(MAE) is used as the evaluation metric, computed as:179

MAE =
1
N

NÉ

i=1

ðyi * ‚y ið (11)

Early stopping is applied to prevent over�tting and stopping training if the validation performance does not improve180

after a speci�ed number of epochs.181

To further enhance the model's applicability on resource-constrained devices, such as edge computing systems, we182

employ post-training quantisation. This step ensures the model remains computationally e�cient while maintaining183

prediction accuracy, making it suitable for real-time tool wear prediction in industrial settings.184

2.6. Post-Training quantisation185

Given the computational constraints of edge computing devices, the proposed model is optimised using post-186

training quantisation (PTQ). PTQ reduces the model size and computational complexity by converting the weights187

and activations from �oating-point to lower precision formats, such as 8-bit integers. This optimisation is crucial for188

deploying models on resource-constrained devices while maintaining accuracy, especially for real-time applications189

like tool wear prediction. In this study we adopted uniform quantisation technique for for post-training quantisation of190

neural network architecture [46, 47]. Uniform quantisation linearly maps full-precision real numbers to low-precision191

integers [48].192

We utilise TensorFlow Lite for Post-Training Quantisation (PTQ). The �oating-point model is converted to193

TensorFlow Lite format and undergoes mixed-precision quantisation, where critical layers maintain �oating-point194

precision while others use 8-bit integers. This optimisation requires a representative dataset of 1000 training samples195

to calibrate the model parameters. The representative dataset is de�ned as:196

Representative Dataset: Rep= ^X_traini Ýi = 1;§ ;1000`

The quantised model combines 8-bit integer (INT8) and �oating-point (FP32) operations to balance e�ciency197

and accuracy. After evaluation on the test dataset, the �nal model is saved in TensorFlow Lite format, ready for edge198

deployment with reduced computational requirements while maintaining performance.199

3. Feature Engineering200

Feature engineering plays a critical role in extracting meaningful information from raw sensor signals and im-201

proving the predictive capability of data-driven models. In this study, features are extracted from three complementary202

domains: time domain, frequency domain, and time�frequency domain using discrete wavelet transform (DWT). These203

domains capture statistical characteristics, spectral content, and non-stationary signal behaviour, respectively.204

The raw dataset consists of six time-series signals acquired during the milling process, namely force/torque signals205

along the X, Y, and Z axes obtained from the machine controller, and force signals along the X, Y, and Z axes206

measured by the dynamometer. Feature engineering is performed independently for each signal which resulted in a207

high-dimensional multi-domain feature representation.208

3.1. Time-domain features209

Time-domain features capture the statistical properties of the signal, such as central tendency and variability. These210

features are computed directly from the raw signal and provide insights into the overall distribution and behaviour over211

time. For each of the six signals, the following six time-domain descriptors are computed:212



Table 1
Time domain features and their equations

Feature Name Equation

Mean � = 1
N

³ N
i=1 x i

Standard Deviation � =
t

1
N

³ N
i=1 .x i * � /2

Variance Var= 1
N

³ N
i=1 .x i * � /2

1. Mean213

2. Standard deviation (std)214

3. Variance (var)215

4. Minimum216

5. Maximum217

6. Median218

This results in 36 time-domain features in total (6 featuresÖ6 signals). The mathematical de�nitions of the primary219

statistical descriptors are provided in the Table 1, while min, max, and median describe the smallest, largest, and middle220

values of the signal, respectively.221

3.2. Frequency-domain features222

Frequency-domain features capture the behaviour of the signal in the frequency spectrum, providing insights into223

how the signal's power and energy are distributed across various frequency bands. These features are especially useful224

for understanding periodicities and oscillations within the data.225

For each signal, the power spectral density (PSD) is computed, from which the following �ve frequency-domain226

descriptors are extracted:227

1. PSD Sum: The total power of the signal across all frequencies, calculated as the sum of the power spectral density228

values.229

2. PSD Max: The maximum power at any frequency, highlighting the strongest frequency component.230

3. Dominant Frequency: The frequency at which the PSD reaches its maximum value.231

4. Spectral Centroid: A measure that indicates the "centre of mass" of the spectrum, often related to the perceived232

pitch of the signal.233

5. Spectral Entropy: A measure of the distribution of power across the spectrum, indicating the complexity or234

randomness of the signal.235

This yields 30 frequency-domain features in total (5 featuresÖ6 signals). The mathematical expressions for these236

features are presented in Table 2.237

3.3. DWT Features238

The discrete wavelet transform (DWT) captures both time and frequency information from the signal, making it a239

powerful tool for analysing non-stationary data. DWT decomposes the signal into multiple components, representing240

di�erent frequency bands with corresponding time resolutions.241

For each signal, the DWT is decomposed into six wavelet coe�cients corresponding to di�erent frequency bands.242

These coe�cients provide information on how the signal behaves at di�erent frequency scales, while the statistical243

measures summarise the distribution of energy and variation within each coe�cient. For each coe�cient, four statistical244

descriptors such as mean, standard deviation (std), energy and entropy were computed.245



Table 2
Frequency domain features and their equations

Feature Name Equation

PSD Sum
³

f PSD.f /
PSD Max max.PSD.f //
Dominant Frequency f dominant = arg max.PSD.f //

Spectral Centroid
³

f f �PSD.f /
³

f PSD.f /

Spectral Entropy *
³ N

i=1 pi log.pi /

Table 3
Discrete Wavelet Transform (DWT) features and their equations

Feature Name Equation

Standard Deviation (Coe�) � =
t

1
N

³ N
i=1 .ci * � /2

Energy (Coe�) Energy=
³ N

i=1 c2
i

Entropy (Coe�) Entropy = *
³

p.ci / log p.ci /

Table 4
Summary of extracted features across di�erent domains.

Feature Domain Features per Signal Number of Signals Total Features

Time domain 6 6 36
Frequency domain 5 6 30
DWT domain 24 6 144

Total � � 210

This results in 24 DWT-based features per signal (6 coe�cientsÖ4 descriptors), and 144 DWT features across all246

six signals. These features provide a detailed multi-resolution representation of the signal dynamics relevant to tool247

wear progression. Equations used for computing std, energy and entropy from each wavelet coe�cient are given in the248

Table 3.249

3.4. Summary of Final Features250

Across all feature domains, a total of 210 features are extracted per sample prior to deep learning�based251

representation learning. These features are obtained by aggregating statistical and spectral descriptors computed252

independently for each of the six time-series signals acquired during the milling process. The extracted feature set253

includes 36 time-domain features, 30 frequency-domain features, and 144 discrete wavelet transform (DWT)�based254

features, as summarised in Table 4.255

4. Experimental Analysis256

To evaluate the validity and e�ectiveness of the proposed method, this study utilises a publicly available dataset [49]257

derived from machining experiments conducted at the Institute of Production Engineering and Machine Tools,258

Leibniz Universität Hannover, Garbsen, Germany. The experimental trials, including tool wear measurements and data259

acquisition procedures, were performed by the original authors of the dataset. Detailed descriptions of the experimental260

setup, measurement methodology, and dataset structure are reported by Denk et al. [50]. The dataset is hosted on261

Mendeley Data (Version 3) and is distributed under a Creative Commons Attribution 4.0 (CC BY 4.0) license.262

4.1. Experimental Setup263

The experiments employed three 5-axis CNC milling machines to wear a total of nine solid carbide end-mill cutters264

with four edges, coated with TiN-TiAlN, from their unused state to the end of their service life. Each tool was used265



exclusively on a single workpiece, which was part of a single batch of cast iron, ensuring material consistency. The266

machining process consisted of 44 shoulder milling runs per workpiece layer, with a consistent depth of cut of 2 mm267

maintained throughout the experiment. The �ank wear land widthV B of the cutting edges was measured using a268

digital microscope with 100x magni�cation, and a threshold of approximately 150� m was used as the criterion for269

tool failure.270

Despite all tools sharing the same speci�cations, they were sourced from di�erent production batches. To ensure271

consistency, workpieces were from the same cast iron batch, and the cutting process parameters and numerical control272

(NC) instructions were held constant throughout all experiments. Figure 3 depicts the experimental setup, including273

the positioning of the cutting tool, workpiece, and dynamometer.274

Figure 3: Schematic illustration of the experimental setup reported in [50].

Tool wear was assessed by calculating the averageV B value across all four cutting edges of the tool. The workpieces275

were mounted on a dynamometer that measured forces acrossX , Y, andZ axis of the workpiece during machining.276

From the CNC machine's control system torque/force data across three axis of the tool was also recorded. Together,277

these multivariate time series data formed the basis for the predictive modelling of tool wear.278

4.1.1. Process Flow279

The process �ow of the experimental setup is shown in Fig. 4. The �ow begins with the 5-axis CNC milling machine280

performing shoulder milling on the workpiece, which is �xed on a dynamometer. The dynamometer measures the forces281

on the workpiece across all three axis during the machining process. Whereas, the torque/force data acrossX , Y, and282

Z axis of the tool are simultaneously captured from the machine's control panel. All measured data is fed into a data283

acquisition system, where it is processed and stored. These datasets are then utilised to train and evaluate the predictive284

modelling framework for tool wear.285

4.2. Dataset Description286

The dataset used in this study is comprised of 6,418 �les, each containing time-series data for individual runs and the287

correspondingV B value. The dataset includes data collected from force sensors and machine controls. Table 5 presents288

an overview of the total samples alongside detailed label information for each run. The labels serve as identi�ers for289

the di�erent experimental conditions under which the data was collected. The time-series data recorded against these290

labels provides a robust framework for analysis. For each 4.41-second run, the time-series data was gathered at various291

frequencies, allowing for a detailed examination of the temporal dynamics and variability in theV B values across292

di�erent runs.293

Force sensor data was recorded at a high sampling rate of 25kHz to capture precise force dynamics, while machine294

control signals were sampled at varying frequencies and standardised to a 500Hz frequency for consistency. The295

time-series dataset comprises 14 features, two of which correspond to time stamps ensuring synchronization between296



Figure 4: Process �ow diagram illustrating data acquisition and predictive modelling work�ow.

Table 5
Label de�nitions for data collection [50]

ID Category Details Units

M Machine Identi�es the speci�c machine tool used. N/A
T Tool Identi�es the tool number N/A
R Run Tracks the number of experimental runs for

each tool, noting only the successful milling
operation.

N/A

C Cumulated Time Total time the tool was engaged with mate-
rial prior to the current run.

sec

V B Wear Measures the width of the tool's �ank wear
land V B.

�m

machine and sensor data. Out of the 14 features, only 6 are used in this predictive modelling based on their relevance297

in V B prediction. These features are given in Table 6.298

The selected features undergo preprocessing to extract time-domain, frequency-domain, and DWT characteristics.299

These processed features are critical for developing accurate predictive models. Time-domain features capture signal300

behaviour over time, while frequency-domain features highlight underlying patterns and trends. DWT features provide301

both temporal and spectral information, essential for predicting tool wear. These features are input into the predictive302

model, optimising tool wear predictions and supporting more e�cient maintenance scheduling.303

According to the dataset documentation, the high-frequency force signals were temporally aligned with the machine304

control signals by adjusting the time o�set of the force measurements to match the controller recordings [50].305

In the present study, all time-domain, frequency-domain and discrete wavelet transform features were extracted306



Table 6
Time-series features used in predictive modelling

Name of Signal Unit Source

Torque Axis X/Force Axis X Nm Machine
Torque Axis Y/Force Axis Y Nm Machine
Torque Axis Z/Force Axis Z Nm Machine
Force Sensor X N Sensor
Force Sensor Y N Sensor
Force Sensor Z N Sensor

from normalised signals computed over identical time windows. Thus ensuring feature comparability across sensor307

modalities and machining runs.308

Several sources of measurement uncertainty are present in the dataset and are described in the original dataset309

documentation. These include adjustments to the force signal time vectors to align them with machine control signals,310

which prevents direct interpretation of absolute timing relationships between these signals. The dataset also reports311

possible aliasing e�ects in the force and spindle torque signals for tools T4�T6 and a small coordinate system312

misalignment of approximately 1�2° in the XY-plane for tools T7 and T8. These issues introduce measurement noise313

and systematic variability into the data. In this study, these uncertainties are not explicitly quanti�ed or modelled.314

However, they remain present in the released measurements and are therefore encountered during feature extraction,315

model training, and model evaluation. As a result, the proposed learning-based framework is evaluated using data that316

re�ect practical, non-ideal measurement conditions. An overview of the measurement and data processing chain is317

shown in Fig. 5.318

Figure 5: Data measurement and precprocessing chain diagram illustrating data acquisition and predictive modelling
work�ow.

4.3. Dataset Partitioning319

The complete dataset was �rst divided using a run-wise split, where 80% of the machining runs were assigned320

to the training set and the remaining 20% were reserved as an independent test set. The test set was held out entirely321

and used exclusively for �nal model evaluation. During model training, an internal validation subset was created from322

the training data to support model optimisation and early stopping. Speci�cally, 10% of the training samples were323

automatically allocated as a validation set using thevalidation_split mechanism provided by the Keras framework.324



This validation subset was used solely to monitor the validation loss and guide the early stopping criterion, while the325

remaining training samples were used for updating the model parameters.326

As a result, the e�ective data distribution corresponds to approximately 72% training, 8% validation, and 20%327

testing. There is no overlap between the samples used for training, validation, and testing, ensuring that information328

from the test set is not inadvertently used during model development. The distribution of the �ank wear valueV B across329

all subsets spans from early-stage wear to near-failure conditions, enabling a representative and unbiased evaluation of330

the proposed model's predictive performance.331

5. Results and Discussion332

In this section, a structured evaluation of the proposed tool wear prediction framework is presented. First, the333

relative importance of input features is analysed to provide insight into their contribution to wear prediction. This is334

followed by a comparative evaluation against established machine learning and deep learning models to benchmark335

predictive performance. An ablation study is then conducted to quantify the individual impact of the multi-branch336

architecture, attention mechanism, and Bayesian optimisation. Subsequently, the Bayesian optimisation process and337

training behaviour of the proposed model are examined in detail. The results are then compared with state-of-the-art338

approaches reported in the literature. Finally, the e�ects of post-training quantisation are analysed in terms of predictive339

accuracy, model size, inference time and robustness under noisy conditions. As a starting point for this evaluation, the340

following analysis �rst examines the observed tool wear progression across di�erent tools and machining runs to341

establish the underlying wear behaviour present in the dataset.342

The graph depicting the relationship between tool wear and cut number across various tools reveals di�erent wear343

patterns with respect to the cut number as illustrated in Fig. 6. As expected, tool wear generally increases with the344

number of cuts, indicating progressive degradation as the tool continues to be used. Interestingly, the rate of wear345

varies between di�erent tools, with some exhibiting a more linear progression while others show accelerated wear346

after a certain number of cuts. This suggests that certain tools may be more resistant to wear initially but degrade347

more rapidly once a threshold is reached. Additionally, the variability in wear patterns across tools highlights the348

potential in�uence of factors such as tool material, cutting conditions, and speci�c operational parameters. Another349

reason for varying tool wear pattern can be the di�erent production batches of the tools although made up with same350

speci�cations. Furthermore, the cutting patterns also signi�cantly in�uence tool wear variability due to their direct351

impact on how the cutting tool engages with the material. These insights suggest that monitoring wear rates closely352

and adjusting cutting strategies accordingly could help in optimising tool life and ensuring consistent performance.353

5.1. Cumulative Importance of Features for Tool Wear Prediction354

Flank wearV B is fundamentally governed by the physics of cutting forces, particularly those acting in the feed355

direction and cutting depth direction [51, 52, 53]. In this experiment the feed direction is in Y-axis and the Force Sensor356

Y captures the force acting in this direction. During milling, this force plays a critical role in �ank wear progression,357

as the tool's �ank face continuously interacts with the freshly cut workpiece surface. This repeated contact generates358

frictional forces, leading to abrasive and adhesive wear on the tool �ank. Higher feed rates intensify this interaction,359

increasing contact pressure and accelerating �ank wear. Meanwhile, the Z-axis force, which corresponds to the depth360

of cut, signi�cantly impacts the initial stages of tool wear. A greater cutting depth results in higher cutting forces,361

subjecting the tool edge to increased stress, which can lead to micro-chipping or edge rounding. However, once the362

tool edge stabilises, �ank wear is predominantly driven by the sustained frictional e�ects of the Y-axis force. The363

analysis presented below aligns with these observations, as the cumulative predictive power of the Y-axis force is the364

highest, while the Z-axis force ranks second due to its involvement in the initial stages of wear. Other features exhibit365

minimal impact, further reinforcing the dominant role of the Y and Z-axis forces in tool wear prediction.366

Table 7 summarises the individual and cumulative importance of various original features in prediction, or367

predictive power, including features as Force/Torque AxisX , Y, Z and Force SensorX , Y, Z . To derive the feature368

importance scores, a Random Forest Regressor with the Gini Importance method, also known as Mean Decrease in369

Impurity, is utilised. This technique evaluates each feature's contribution by measuring its role in reducing impurity,370

variance in regression tasks, across all decision trees in the forest. The dataset includes subfeatures for each primary371

feature category, such as domain features for time-domain, frequency domain and discrete wavelet transform. The372

Random Forest model, con�gured with 50 decision trees and a �xed random state for reproducibility, is trained to373

predict tool wearV B. Feature importance scores are calculated by aggregating the contributions of all subfeatures374



Figure 6: Tool wear progression across di�erent tools over multiple cuts.

Table 7
Features' individual and cumulative importance in tool wear prediction using Gini Importance.

Original Feature Individual Importance Cumulative Importance

Force/Torque Axis X 0.0023 0.0023
Force/Torque Axis Y 0.0223 0.0246
Force/Torque Axis Z 0.0153 0.0399
Force SensorX 0.0083 0.0482
Force Sensor Y 0.9048 0.9530
Force Sensor Z 0.0439 0.98669

within each primary category based on how often and how signi�cantly they contribute to splitting nodes in the375

decision trees. These scores are then normalised and the results are grouped by primary feature categories to present376

the importance of primary features for predicting tool wear.377

The results indicate that the Force Sensor Y feature holds the most signi�cant predictive power, contributing378

approximately 90.48% to the overall model performance. This dominance suggests that the Force Sensor Y data is379

highly in�uential in predicting the target variable, likely capturing critical variations that correlate strongly with the380

output.381

In contrast, features such as Force/Torque AxisX have minimal predictive power, with contributions close to zero.382

This indicates that these features may have limited relevance in the current modelling context, contributing little to the383

accuracy of predictions. The relatively low importance of Force/Torque Axis features compared to Force Sensor data384

suggests that sensor data may capture more dynamic and relevant information for the model, possibly due to its direct385

measurement of cutting forces during operation. These �ndings highlight the need to prioritise more impactful features386

in model development to enhance predictive accuracy while potentially reducing model complexity by eliminating less387

relevant variables.388

5.2. Comparative Analysis of Various Models389

To demonstrate the superior performance of the proposed technique, a comprehensive comparative analysis was390

conducted against several established models, including Gaussian Naive Bayes (GNB), Deep Neural Networks (DNN),391

Random Forest (RF), Support Vector Machine (SVM), and CNN. The results, as presented in Table 8, highlight the392



Table 8
Evaluation metrics for various models forV B prediction

Model MAE RMSE R2-Score

Gaussian NB 7.97 12.54 0.82
SVR 5.56 9.70 0.89
RF 8.21 10.68 0.87
DNN 6.53 9.21 0.90
CNN 6.94 8.02 0.92
Proposed Technique 2.81 3.46 0.986

Table 9
Ablation study results of the proposed model

Model MAE RMSE R2 Score

Single-Branched CNN CNN 6.940 8.020 0.920
Multi-CNN (Without Attention and Bayesian optimisation) 4.577 6.295 0.955
Multi-CNN (Without Attention and With Bayesian optimisation) 3.627 5.012 0.972
Proposed Multi-CNN (With Attention and Bayesian optimisation) 2.810 3.460 0.986

distinct advantages of the proposed technique across various metrics in predicting tool wearV B. With an outstanding393

R2-score of 0.986, the proposed method not only outperforms other models but does so with signi�cant margins in394

predicting theV B value. Speci�cally, it achieves a Mean Absolute Error (MAE) of 2.81 and a Root Mean Squared395

Error (RMSE) of 3.46, markedly lower than those recorded by the benchmark models. This indicates a highly precise396

predictive capability, setting a new standard in the modelling process.397

The table further highlights that the proposed multi-CNN with attention mechanism excels inV B prediction with an398

R2-score of 0.986, surpassing the next best, the CNN, which scores 0.92. This is a substantial improvement, re�ecting399

an increase of about 0.07 in the R2-score. Additionally, the proposed model's MAE and RMSE signi�cantly undercuts400

that of its closest competitors, demonstrating not only its accuracy but also its consistency in performance across401

di�erent measures. For instance, compared to the SVR's MAE of 5.56, the proposed model's MAE of 2.81 showcases402

a great improvement, emphasising its e�ectiveness and e�ciency in predictive modelling. Consequently, the proposed403

technique emerges as a clearly superior method in the context of predictive analytics, validating its adoption for more404

accurate and reliable tool wearV B predictions for tool condition monitoring.405

5.3. Ablation Studies406

To evaluate the contributions of the individual components of the proposed model, an ablation study was conducted407

by systematically removing or modifying key features, such as the attention mechanism, Bayesian optimisation, and408

multi-branch architecture. The results of these experiments are summarised in Table 9.409

The results clearly demonstrate the e�ectiveness of the proposed model in its full con�guration, incorporating all410

components. The proposed model achieved the best performance, with an MAE of 2.810, an RMSE of 3.460, and an411

R2 score of 0.986. When the attention mechanism was excluded, the performance dropped to an MAE of 3.627 and412

an RMSE of 5.012, highlighting the importance of attention in focusing on relevant features from the time, frequency,413

and DWT domains. Similarly, removing Bayesian optimisation led to suboptimal hyperparameters, resulting in an414

MAE of 4.577 and an RMSE of 6.295. The single-branched CNN baseline, which lacks the multi-branch architecture,415

performed the worst, with an MAE of 6.940 and an RMSE of 8.020, underscoring the signi�cance of the multi-branch416

design in capturing diverse feature representations.417

These results validate the contributions of each component in enhancing the predictive accuracy of the model. The418

attention mechanism and Bayesian optimisation, in particular, play critical roles in achieving superior performance.419

The ablation studies demonstrate how the combination of these elements results in a robust and e�cient tool wear420

prediction model.421



5.4. Performance of the Proposed Technique422

The proposed technique employed hyperparameter tuning based on Bayesian optimisation, a probabilistic model-423

based approach that adaptively selects the most promising hyperparameter con�gurations to evaluate, balancing424

exploration and exploitation. Speci�cally, the optimisation process utilised prior uniform probability distributions425

across pre-de�ned hyperparameter ranges, re�ecting the equal likelihood of each con�guration initially. A Gaussian426

Process served as the surrogate model, iteratively updated using the observed performance (validation MAE) of427

previously tested con�gurations.

Figure 7: Validation MAE across Bayesian optimisation trials.

428

For each iteration, the acquisition function leveraged the Gaussian Process to select the next hyperparameter set429

to evaluate, considering both the potential for improvement (exploitation) and the uncertainty in less-explored regions430

(exploration). The process aimed to minimise the validation MAE over a maximum of 20 trials while maintaining431

computational e�ciency. Early stopping criteria were implemented to prevent excessive computation by halting trials432

where validation loss increased over �ve consecutive epochs.433

5.4.1. Bayesian Optimisation Process Results434

The optimisation process successfully identi�ed an optimal hyperparameter con�guration. Table 10 provides a435

comprehensive summary of all 20 trials, including the validation MAE and corresponding hyperparameter con�gura-436

tions. Whether the best results obtained through this hyperparamters set, is also identi�ed in the table. It can be seen437

that trial 14 achieved the best performance, with a validation MAE of 2.810, highlighting the e�cacy of Bayesian438

optimisation in re�ning the model's con�guration.439

The performance curve in Fig. 7 visually demonstrates the Bayesian optimisation process. The validation MAE440

varied across trials as the optimisation iteratively re�ned its surrogate model and acquisition function. Notably, the441

lowest validation MAE was achieved in trial 14, after which subsequent trials explored con�gurations with relatively442

higher MAE, re�ecting the balance of exploration and exploitation.443

5.4.2. Model Training Results444

The model underwent training over 150 epochs, using the best parameters obtained through Bayesian optimisation445

process, during which a notable loss reduction curve was observed, as depicted in Fig. 8. Initially, there was a446

signi�cant improvement in loss reduction during the �rst 60 epochs, demonstrating rapid progress towards optimal447

model performance. Beyond this point, the curve began to plateau, transitioning into a near-horizontal line that448

indicated minimal further reduction in loss. This pattern suggests that the model had e�ectively reached a point of449

diminishing returns with respect to learning from additional epochs beyond the sixtieth.450



Table 10
Summary of hyperparameters and val. MAE across trials.

Trial Val MAE
Hyperparameters

Best Results
Filters

1
Kernel
Size 1

Filters
2

Kernel
Size 2

Dense
Units

Dropout
Learning

Rate

0 5.726 104 5 24 3 384 0.2 0.00091 False
1 5.117 112 5 24 3 128 0.5 0.00711 False
2 20.764 112 5 16 3 320 0.1 0.00239 False
3 7.292 16 5 16 5 384 0.4 0.00111 False
4 8.429 120 5 56 3 128 0.4 0.00014 False
5 10.758 32 5 48 3 256 0.4 0.00061 False
6 6.547 104 3 40 5 192 0.3 0.00155 False
7 9.486 16 5 64 5 128 0.1 0.00125 False
8 4.499 24 5 16 5 256 0.1 0.00504 False
9 3.655 96 5 24 3 192 0.1 0.00022 False
10 3.419 104 5 16 5 320 0.3 0.00447 False
11 17.965 48 3 24 3 384 0.3 0.00104 False
12 7.899 40 3 32 3 192 0.5 0.00054 False
13 3.632 120 5 16 5 448 0.2 0.00012 False
14 2.810 72 3 32 3 256 0.1 0.00315 True
15 8.661 56 5 40 3 192 0.3 0.00645 False
16 6.318 88 3 32 3 192 0.4 0.00209 False
17 5.409 112 5 48 3 448 0.1 0.00712 False
18 4.975 88 5 56 5 320 0.1 0.00084 False
19 8.761 48 5 56 3 320 0.3 0.00026 False

5.5. Attention Mechanism Analysis and Comparison451

To improve the interpretability of the proposed model, the learned attention weights were visualized using452

heatmaps. Since attention weights are computed dynamically for each input instance, the reported values correspond453

to the average attention across the test dataset, providing a global measure of feature importance. Figure 9 presents454

the aggregated attention heatmap, across all sensors comprising of force/torque along the X, Y, and Z axes and the455

corresponding external force sensor measurements. To enhance interpretability, attention weights were aggregated456

across time, frequency, and wavelet domain features within each group.457

The results reveal a non-uniform attention distribution, with the highest importance assigned to Force Sensor458

Y, followed by Force/Torque Axis Y and Force Sensor X, while Z-axis components exhibit comparatively lower459

importance. Notably, this pattern is consistent with the feature importance ranking reported in Table 7, where Force460

Sensor Y is also identi�ed as the dominant contributor. This agreement between attention-based and Gini-based461

importance reinforces the reliability of the feature selection of the proposed model.462

5.5.1. Comparison with Existing Attention Mechanisms463

Recent studies in tool wear prediction have incorporated di�erent forms of attention mechanisms to improve feature464

representation and prediction accuracy. As shown in Table 11, existing attention-based approaches primarily focus on465

channel-wise or hybrid attention mechanisms applied to convolutional feature maps or sequential representations. In466

contrast, the proposed model applies attention directly to a concatenated multi-domain feature vector which enables467

simultaneous weighting of TD, FD and DWT features.468

Furthermore, the e�ectiveness of the proposed attention mechanism is supported by the ablation results given in469

Table 9, where the inclusion of attention signi�cantly improves predictive performance. In addition, the consistency470

between the learned attention distribution and the feature importance analysis as given in Table 7, demonstrates that471

the proposed approach captures physically meaningful relationships in the data while maintaining a relatively simple472

and computationally e�cient architecture.473



Figure 8: Training and validation loss curve.

Figure 9: Attention weight distribution across sensor channels, representing the relative importance learned by the model.

5.6. Evaluation of the Model Against Existing Approaches474

Several recent studies have proposed deep learning models, speci�cally CNNs, for tool wear prediction. In this475

section, we compare the performance of our proposed model with existing methods in the literature.476

1. Multi-Frequency-Band Deep Convolutional Neural Network (MFB-DCNN) [57]:This model uses wavelet477

packet decomposition to extract multi-frequency-band features, which are processed by a deep CNN for sensitive478

feature extraction. These features are then passed through fully connected layers to predict tool wear. The model's479

performance is optimized through milling experiments and hyperparameter tuning.480

2. Parallel CNN with Attention [54] : This model uses parallel convolutional neural networks for multi-scale481

feature fusion and incorporates a channel attention mechanism with residual connections to adjust the importance482

of di�erent feature maps.483

3. Hybrid Attention-Based Parallel Deep Learning (HABPDL) Model [55]: This model combines ResNet and484

BiLSTM blocks with attention layers (CBAM and general attention unit) to enhance feature extraction. It also485

uses global average pooling (GAP) to reduce redundant features for better interpretability.486

4. Multi-Input Parallel Convolutional Attention Network (MPCAN) [56] : This framework employs a multi-487

input parallel convolutional (MPC) network to extract multi-scale features from sensor data. E�cient channel488



Table 11
Comparison of attention mechanisms in recent tool wear prediction studies

Model Attention Type Level Key Mechanism / Focus

Parallel CNN [54] Channel + Residual Feature maps Feature map weighting for multi-
sensor fusion

HABPDL [55] CBAM + GAU Feature + Tem-
poral

CNN + BiLSTM with hybrid at-
tention

MPCAN [56] ECA + BiLSTM Feature + Tem-
poral

Lightweight channel + temporal
modeling

Proposed Model Feature-wise Soft At-
tention

Multi-domain Cross-domain weighting (TD,
FD, DWT)

Table 12
Comparison of the proposed model with state-of-the-art methods for tool wear prediction.

Model MAE RMSE R² Score

MFB-DCNN [57] 8.807 10.7904 0.87764
Parallel CNN with Attention [54] 3.503 4.353 -
HABPDL [55] 6.072 7.955 0.933
MPCAN [56] 5.06 6.52 0.9737
1D CNN-LSTM [58] 2.938 3.81 0.9506
Proposed Model 2.81 3.46 0.986

attention (ECA) assigns varying attention weights to tool wear information, while a Bi-LSTM captures time-489

series features. The predicted tool wear value is then output through a fully connected network, achieving strong490

performance.491

5. 1D CNN-LSTM Model [58] : This study combines a multi-channel 1D CNN with long short-term memory492

(LSTM) for tool wear prediction.493

The performance of these models, including our proposed model, is summarised in the Table 12. The proposed494

model, which utilises a multi-branched CNN with an attention mechanism, outperforms the existing models in terms495

of MAE, RMSE, and R². The proposed model is optimised using Bayesian optimisation and incorporates features from496

the time domain, frequency domain, and discrete wavelet transform (DWT), leading to improved tool wear prediction497

results.498

5.7. Performance Comparison Between Original and Quantised Model499

The optimal model achieved in our study was subsequently subjected to post-training quantisation, which yielded500

satisfactory outcomes. This process signi�cantly reduced the model's computational needs, reducing the size by a factor501

of 12 and the inference time by 1.4 times, as illustrated in Fig. 10(a), and Fig. 10(b), demonstrating the e�ectiveness502

of quantisation in optimising computational resources. Despite these substantial reductions, the R2-score was only503

marginally a�ected, decreasing from 0.986 to 0.974, a slight reduction of less than 1.5% as depicted in Fig. 11. This504

minor decrement in performance underscores the quantised model's capability to retain its predictive accuracy while505

bene�ting from considerable improvements in operational e�ciency.506

This substantial reduction in both size and computational demand makes the quantised model particularly well-507

suited for deployment on edge computing devices and battery-powered devices, where limited space and power508

availability are critical constraints. The model's compactness and comparable performance with the original model509

ensure that it can operate e�ectively in resource-constrained environments, thus extending its applicability and utility510

in real-world scenarios where quick, e�cient processing is essential.511

The quantised model demonstrated a remarkable consistency in its predictive accuracy, closely mirroring the512

performance of the original model. Both models tended to predict slightly lower than the actual values, exhibiting513

a negative o�set. While a signi�cant negative o�set could be disadvantageous, in this instance, the consistent slight514



Figure 10: Comparison of models' inference time (a) and size (b).

Figure 11: Comparison of scores for original and quantised models.

under-prediction is manageable and can be accounted for during the calibration of the model on actual devices. The515

original and quantised models not only aligned closely in their predictive outcomes but also displayed a high degree516

of consistency across the range of predictions. As illustrated in Fig. 12, the graph of actual versus predicted values517

for both models con�rms this trend. Notably, between the tool wearV B values of 0 and 100, the predictions from518

both models show remarkable overlap, indicating a strong agreement in their assessments. Beyond the value of 100,519

however, the predictions begin to diverge slightly, suggesting areas where further re�nement of the quantisation process520

could enhance the intended performance.521



The analysis of the residuals for the original and quantised models illustrates some di�erence in prediction522

consistency between the two. The original model, with a standard deviation of 2.3, demonstrates a higher precision,523

consistently making predictions closer to the actual values. In contrast, the quantised model's standard deviation of 3.2524

indicates a broader spread of residuals, re�ecting less consistency and a tendency to under-predict. This variability is525

visually represented in their respective histograms as given in Fig. 13(a), and Fig. 13(b), where the quantised model526

shows a shift towards positive values, a�rming its under-prediction bias.527

The positive shift in the residuals observed in both the original and quantised models arises from several factors.528

One key reason is the dataset's characteristics, such as the underrepresentation of extreme tool wear conditions or529

phases of rapid wear progression, which can lead to systematic underestimation. The features derived from time,530

frequency, and DWT domains, while comprehensive, may not fully capture the non-linear and dynamic nature of531

tool wear progression, contributing to this bias. In the original model, while the attention mechanism enhances feature532

weighting and improves overall performance, it does not entirely mitigate these biases and may still struggle with533

edge cases. For the quantised model, the shift becomes more pronounced due to precision loss during quantisation,534

which reduces the model's ability to represent subtle patterns accurately. These combined factors result in the observed535

residual shift.536

To address this challenge, future work could explore reinforcement learning approaches to dynamically adjust the537

tool wear prediction model during machining, based on real-time feedback from sensors. Alternatively, metaheuristic538

optimisation methods could enhance the model's ability to adapt to varying machining conditions by �ne-tuning539

hyperparameters beyond Bayesian optimisation. Additionally, conducting further machining experiments under diverse540

operational conditions would provide richer data to improve model robustness and mitigate underestimation bias. These541

approaches could signi�cantly enhance the predictive accuracy and reliability of the tool wear models, particularly in542

complex, real-world scenarios.543

Figure 12: Comparison of quantised vs. original model predictions.

5.8. Robustness of the Model Under Noise544

To evaluate the robustness of the proposed model under noisy and uncertain conditions, Gaussian noise was545

introduced into the tool wear data at �ve di�erent noise levels: 1%, 3%, 5%, 7%, and 10%. Both the original and546

quantised models were tested on the noisy data to assess their performance in terms of Mean Absolute Error (MAE),547

Root Mean Squared Error (RMSE), andR2 score. The results are summarised in Table 13.548

The noisy dataƒX was generated using the following equation:549

ƒX = X + N .�; � 2/




